
Multi-fiber stabilizing disperse-reinforcing additive  

for asphalt mixes

 

 

 

 

 

 

 
                                                                                

                                                                             ARMOR 
                                                             FOR ASPHALT CONCRETES 

 
 

 FORM 

 cylindrical pellets with a diameter of 6 mm 

 COLOUR 

 black and gray 

 CONTENT OF SYNTHETIC FIBERS 

 MF90: ≥ 90%  MF70: ≥ 70% 

 CONTENT OF MODIFIERS AND ADHESIVES 

 MF90: ≤  10%  MF70: ≤ 30% 

 MOISTURE CONTENT 

 ≤ 5% 

 BULK DENSITY 

 400-600 кг/м3 

 FINE FRACTION CONTENT, UP TO 2 MM 

 ≤ 5% 

 HEAT RESISTANCE AT 220 °C 

 ≤ 7% 
  
 

Scope of application:  

The multi-fiber additive EKLIPS®-MF is used to stabilize asphalt mixes of the SMA type, and provides, due to the dispersed reinforcement 

of the asphalt concrete structure and partial modification of the binder, an increase in the reliability of the road pavement in terms of 

rutting resistance, low-temperature cracking resistance and fatigue resistance. Unlike stabilizing additives based on cellulose fiber, it 

is used for dispersed reinforcement of the structure and modification of asphalt concrete of different types, providing an increase in 

their physical and mechanical properties. 
 
 

The standard concentration of EKLIPS®-MF depends on the layer of the road pavement in which the modified asphalt concrete is used, the level of transport 

load on road structure and on the characteristics of the composition of the asphalt mix, and in most cases the concentration value is in the range > 0.1 % ... 

< 0.5 % from the mass of the mineral part. 
 

 
 

EKLIPS®-MF - can be used in all climatic conditions 

EKLIPS®-MF - can be used for the highest load-bearing roads 

EKLIPS®-MF - can be used in asphalt mixes of any type 

EKLIPS®-MF - in some cases, it allows you to abandon the use of expensive polymer-bitumen binders 
 
 

The optimal mixing time and temperature depend on the composition of the asphalt mix and the characteristics of the asphalt mixing plant. Before starting 

the serial production of modified asphalt mixes, it is necessary to perform the entire complex of laboratory and production tests. 
 
 

The optimal content of EKLIPS®-MF is per 1 ton of asphalt mix: 

✓ for modified SMA asphalt mixes - 0.3-0.5% by weight of the mineral part 

✓ for modified asphalt concrete mixes - 0.1-0.3% by weight of the mineral part 
 

 

The presented data is justified by our technical competence at the level of "know-how" and experience. For information only, since there is a large quantity affect the efficacy of factors in 

connection with the use of additives and you need to perform of own lab and production testing. In any case, to solve various types of economic and other disputes, the official confirmation of 

the value of the achieved indicators of the properties of modified asphalt mixes and the level of qualification of application should take place. 
 

EKLIPS®-MF – there is nothing easier! 
 

Various useful "anti-" – this is EKLIPS®-MF 
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